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:f\*, \6” DIAMETER, 24” LONG CAST IN PLACE

FORGED BRONZE DOMED-TOP
MONUMENT MARKER LOCATED WITHIN
4” DIA. PLACEMENT CIRCLE
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ON CONCRETE MONUMENT

SLOPE CONCRETE AWAY
FROM CENTER OF CONCRETE
BURIAL MONUMENT

DOMED—TOP MONUMENT
MARKER SEE DETAIL.

SET FLUSH WITH FINISHED GRADE

CONCRETE MONUMENT

NOTE:

CENTER POINT OF BURIAL CONTROL MONUMENT GRID
SHALL BE WITHIN 0.05 FT OF THE POINT DESIGNATED

ON THE PLANS.

7', MIN. LENGTH 4.
LOCATED WITHIN ENGRAVED CIRCLE.
ALIGN CROSS HAIRS WITH GRIDLINES.

REQUIRED 3/16” HIGH TEXT
ENGRAVED ON CAP

ENGRAVED 1" DIA. CIRCLE
CENTERED IN MONUMENT MARKER

3 )\ GRAVESITE CONTROL MONUMENT

SCALE: NOT TO SCALE

6” DIA. STEEL PIPE
(PAINTED YELLOW) FILL W/
CONCRETE, CROWN TOP 1”

EXPANSION JOINT AROUND 12"

SQUARE

6” 0.D. REMOVABLE STEEL
/ POST (PAINTED YELLOW)

EXPANSION JOINT AROUND 12" SQU
/— CONCRETE SURFACE

FORGED ALUMINUM DOMED-TOP MONUMENT

MARKER WITH 3/4" DIAMETER SPLIT STYLE
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FIELD STAMPED CROSS HAIRS: MAX. LENGTH
CROSS HAIRS SHALL BE
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ANCHOR GATE TRACK
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PER MANUFACTURER’S
REQUIREMENTS
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12” DIAM. FOOTING

6” DIAM. STEEL POSTS WITH /"5 "\
CONCRETE POURED SOLID ({35

TYPICAL OF 4

1/2" DIAM. ANCHOR BOLTS WITH EYE

TYPICAL OF 4

FIELD VERIFY LOCATION WITH STRAPPING
REQUIREMENTS OF EXIST. TANK.

8’—0”

X (TYP.)
REMOVABLE 6" DIAM.

ISOLATION
JOINT WITH
EXPANSION
MATERIAL
ALL EDGES

6” THICK CONCRETE SLAB
WITH #4 AT 12" O.C., E.W.

REMOVABLE 6" DIAM.

STEEL POSTS
TYPICAL OF 6

SEE 5/L—3.6

6" DIAM. STEEL
POSTS WITH

CONCRETE
POURED SOLID
TYPICAL OF 4

SEE 5/L—3.6
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